
5th International Conference on Mechanics of Advanced Materials and Structures 

July 1-13 2026, Toulouse, France 

 

TOPOLOGY AND/OR ANISOTROPY OPTIMISATION METHODS FOR MULTI-SCALE AND MULTI-

MATERIAL ADDITIVE MANUFACTURING SOLUTIONS 

Marco Montemurro1,2, Nicola Ferro3, Matteo Bruggi4, Gaetano Giunta5 

1Université de Bordeaux, Arts et Métiers Institute of Technology, Bordeaux INP, CNRS, INRA, 

HESAM Université, I2M UMR 5295, F-33405, Talence, France 

marco.montemurro@ensam.eu , https://www.i2m.u-bordeaux.fr/ 
2Institut Universitaire de France (IUF) 

 
3Department of Molecular Sciences and Nanosystems, Ca’ Foscari University of Venice, Campus 

Scientifico, Via Torino 155, Venezia Mestre, 30170, Italy 

nicola.ferro@unive.it  

 
4Department of Civil and Environmental Engineering, Politecnico di Milano 

Piazza Leonardo da Vinci 32, I-20133, Milano (Italy) 

matteo.bruggi@polimi.it  

 
5Luxembourg Institute of Science and Technology, L-4362 Esch-sur-Alzette, 5 avenue des Hauts-

Fourneaux, Luxembourg 

gaetano.giunta@list.lu  

 

 

ABSTRACT 

 

Modern topology optimisation (TO) and anisotropy optimisation (AO) methods have gained increasing 

attention in both academic and industrial communities, especially when targeting macro- and micro-

scale levels concurrently. The possibility of designing, concurrently, the topology and the local nature 

of the material (in terms of its elastic symmetry too), ranging from composites and functionally graded 

materials to multi-material systems, as well as its local orientation has opened new avenues for 

designing high-performance structures. These innovations are especially relevant in industries using 

Additive Manufacturing (AM), where precise control over both mechanical properties (macroscopic 

and microscopic) and manufacturability is crucial. 

Numerical approaches, such as standard density-based, level-set, and homogenization methods, and 

efficient mathematical representations of the anisotropy, such as the polar method or the Tsai and 

Pagano parameters coupled with the lamination parameters, are being used to account for complex 

behaviours occurring across different length scales, ensuring compatibility between different phases 

in multi-scale and/or multi-material anisotropic structures. Furthermore, traditional computational 

techniques used to assess the physical responses, such as the finite element method and isogeometric 

analysis, are, nowadays, improved by AI-driven techniques, which can efficiently explore large design 

spaces and handle uncertainties of different nature. Moreover, new scalable algorithms are emerging 

to address complex multi-criteria constrained optimisation problems, ensuring that optimised 

solutions are robust, reliable and manufacturable. 

For this session, we invite contributions that showcase recent advances in anisotropy and topology 

optimisation methods, including (but not limited to) emerging mathematical models and numerical 
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methods that improve structural performance, incorporate concurrent topology and material 

optimisation, or offer innovative solutions for managing uncertainties. We also welcome submissions 

dealing with real-world applications, with the aim of fostering fruitful discussions on how to best 

leverage optimisation methods for the next generation of complex, optimised anisotropic structures 

fabricated with AM technologies. 


